Mrited Stictes OF America
Bepartment of Teansporbation - Hederal Avintion Administration

Supplemental Tupe Certificate
M SA12395W

Thes Cartifpoate dswed o George D. Merrell, an Individual

DBA George Merrell Co.
Hwy 1431 West at Pacific Loop
Kingsland, TX 78639

Harfbr @i spocefboe Aarmvovs moals tho aimporihinass reguiremnents of Faort 3 of the Civil Air

MM
COriginal’ Foodicct Tgpo Cortificate Nimbar -  DLEA
AMbake - Piper

Aot - PA-30, PA-39

Desorgpbion of Tggee Descgn Ehange:

Installation of Rajay turbochargers and Lycoming 10-360-C1C or IO-360-C1F
engines in accordance with J. W. Miller Drawing List No. 28,000 dated
August 11, 13970, revised September 10, 1972; or later FAA approved revision.

(See continuation sheet 3 of 3)

Dinte of application -Bugust 14, 1970 Dicte recsswed -Novenber 22, 1998

Diate of csscwance -January 04, 1971 Deto arnendoe! - 10/16/72; 1/17/73;
10/2/73; 3/14/83 Rev. 4

e cis A

(Signature)
S Franres Cox

Manager, Special Certlflcatlon Office,
Southwest Region

\

(Title)

Agy alrerafijon of this certificate is punishable by a fine of not exceeding §1,000, or imprisonment not exceeding 3 ysars, or both.

FAp Form 8l10-2(10-€8) Page 1 of 13 This certificate may be transferrsd in accordance with FAR 2I.47.



Hacited States @f America
Bepartment of Transportation - FHederal Avtation Adbministration
Supplemental Type Certificate
(Continuation Sheet)

./I/a‘ﬂz%w SA1239SW

Date of Issuance: January 04, 1971
Date of Reissuance: November 22, 1998

Fimetations and Eondetions (Continued):
1. The following FAA Approved Airplane Flight Manual Supplements are reguired:

a.

Supplement dated January 4, 1971, revised October 2, 1373, with
Lycoming IO-360-C1C engines;

Supplement dated October 16, 1972, with Lycoming IO-360-C1F;

Supplement dated January 17, 1973, revised October 2, 1973, with
Lycoming I0-360-C1F engines and aircraft modified by STC SA2312WE.

2. Dorsal fin provided with STC SA1112SW or STC SAZ312WE is required.

3. For Model PA-30 rudder aileron interconnect system per STC SA1154SW or Piper
interconnect system is reguired.

4. Loading instructions for individual aircraft is required.

5. Compatibility of this modification with other previously approved
modifications must be determined by the installer.

-END-

Any alteration of this certificate is punishable by a fine of not exceeding $1,000, or imprisonment not exceeding 3 years, or beth.

FAR Form B§110-2-1(10-6%) Page 3 of 3 Thig certificate may be transferred in accordance with FAR 21.47.



INSTRUCTIONS: The transfer endorsenmient below may be used 1o notify the appropriate FAA Fegional Office of
the ranster of this Supplemental Type Cerrificate.

I'he FAA will reissue the eertihcate in the name ol the transferee and forward it 1o him

TRANSFER ENDORSEMENT

Transfer the ownership of Supplemental Type Certificate Number =

to (Name of transferee )

{ Address of transferee )

{ Number and street )

( Crty, State, and JIP code |

from (Name of grantor) (Print or type)

{ Address of grantor)

{ Number and street)

{ City, State, and ZIP code )

Extent of Authority (if licensing agreement):

Date of Transfer:

Signature of grantor (In ink):




